
VRLA / GELL
OPzV(2V 2000Ah)

H i g h  E f f i c i e n c y  T h e
Exceptional Leak Proof

BATTERIES
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Durable and Powerfull Batteries

OPzV GEL- VRLA BATTERIES

GEL SERIES 2V VRLA BATTERY

Nominal Voltage (V)
Designed Floating Life o(20C)
Nominal Capacity (20C)
Demensions
Approx. Weight
Terminal Type
Internal Resistance
Max. Charge Current
Max. Discharge Current (5S)
Self Discharge

Ambient Temperature

Float Charge Voltage (20~25C)
Equalize Charge Voltage (20~25°C)
Container Material

2
20+ Years
2000Ah @ C10 (to 1.80Vpc)
L399mm×W212mm×H807mm
150kg (330.9lbs)
Female Copper Insert M8 (torque:10~12N.m)
Approx. 0.22mOhm (fully charged @ 20°C)
400A
7200A
Approx. 2% per month @ 20°C
Discharge: -40~70°C
Charge:     -15~50C
Storage:    -15~60C
2.25-2.29V (-3mV / oC/ cell)
2.35-2.40V (-5mV / oC/ cell)
ABS(UL94-V0 optional)

SPECIFICATIONS

The OPzV series adopts an Immobilized Gel and Tubular
Positive Plate technology. It offers high reliability and stable
performance. By using diecasted positive grid and patented
active material formula, it exceeds the DIN standard values
and offer 20+ years design life in float service. It is very suitable
for cyclic use under extreme operating conditions. This series
is recommended for telecom outdoor applications, renewable
energy systems and other harsh environment applications.



OPzV GEL 2V Characteristic Battery Charts
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OPzV GEL- VRLA BATTERIES

CHARACTERISTICS
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OPzV GEL 2V Characteristic Battery Charts
CHARACTERISTICS



DP ELECTRONICS (DEUTSCHE POWER CO., LIMITED)

Germany Head Office

DP electronics (Deutsche Power Co., Limited) Klon, Germany.
Phone: +49-221-26016266

Fax: +49-221-26016267
Email: enquiries@deutschepower.de

Hong Kong Office

RM 1701(057), 17/F, HeNan Building No90, Wan Chai, Hong Kong.
Phone: +86-137-237-44698

Fax: +86-755-82610233
helenlong@deutschepower.de


